AE-DN2016-F3 1080P HD Dashboard Camera

Key Features

- Up to 1080P full HD camera, wide field angle up to 135° (diagonal)
- Support built-in MIC and speaker for audio in and out
- Built-in WIFI module and WIFI AP function supported
- Built-in G-Sensor module, support video recording linkage at car crash or strong vibration (Linkage video record can be configured be no-overwritten )
- SD card for video recording, up to 128GB (Overwriting supported )
- Phone App: live view, record playback and parameter configuration
- Magnetic connection between camera and bracket, easy for disassemble
- Easy installation and user friendly, plug and play (Automatically recording after power on )
- Low power consumption and high performance
# Specifications

<table>
<thead>
<tr>
<th>Dashboard Camera</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Image Sensor</strong></td>
<td>1/3” Progressive Scan CMOS</td>
</tr>
<tr>
<td><strong>Camera Resolution</strong></td>
<td>1080P(1920*1080)</td>
</tr>
<tr>
<td><strong>View Angle</strong></td>
<td>135° (diagonal), 115° (horizontal)</td>
</tr>
<tr>
<td><strong>Recoding Resolution</strong></td>
<td>1080P@25fps, 720P@25fps (1080P default)</td>
</tr>
<tr>
<td><strong>Video Compression</strong></td>
<td>H.264</td>
</tr>
<tr>
<td><strong>Picture Format</strong></td>
<td>JPEG</td>
</tr>
<tr>
<td><strong>OSD Overlay</strong></td>
<td>Date, time</td>
</tr>
<tr>
<td><strong>Storage</strong></td>
<td>1 TF card, up to 128GB</td>
</tr>
<tr>
<td><strong>Communication module</strong></td>
<td>WIFI</td>
</tr>
<tr>
<td><strong>Sensor</strong></td>
<td>Built-in G-sensor</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Interfaces</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>USB port</strong></td>
<td>1 USB2.0</td>
</tr>
<tr>
<td><strong>Audio</strong></td>
<td>Built-in MIC and speaker</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>General</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>Working Temperature/Humidity</strong></td>
<td>-10°C to 60°C (14°F to 140°F), Humidity 95% or less (non-condensing)</td>
</tr>
<tr>
<td><strong>Power Supply</strong></td>
<td>SVDC 2A</td>
</tr>
<tr>
<td><strong>Power Consumption</strong></td>
<td>MAX. 2W</td>
</tr>
<tr>
<td><strong>Dimension</strong></td>
<td>44.5mm×44.5mm×52mm (1.75”×1.75”×2.47”)</td>
</tr>
<tr>
<td><strong>Weight</strong></td>
<td>Approx. 120g (0.265lb)</td>
</tr>
</tbody>
</table>

## Order Models

AE-DN2016-F3
Dimensions

Accessories

Bracket

Charger

USB Cable

Headquarters
No.555 Qianmei Road, Binjiang District,
Hangzhou 310051, China
T +86-571-8807-5988
overseasbusiness@hikvision.com

Hikvision USA
T +1-909-890-0460
sales.usa@hikvision.com

Hikvision Italy
T +39-0498-6002
info.it@hikvision.com

Hikvision Singapore
T +65-6894-9718
sg@hikvision.com

Hikvision Europe
T +31-23-5542770
sales.eu@hikvision.com

Hikvision France
T +33-1-01-85-330-4661
info.fr@hikvision.com

Hikvision Oceania
T +61-2-8558-4233
sales.au@hikvision.com

Hikvision Middle East
T +971-4-8818086
sales.me@hikvision.com

Hikvision Spain
T +34-91-737-16-55
info.es@hikvision.com

Hikvision Hong Kong
T +852-2351-3781

Hikvision Russia
T +7-495-690-67-39
salesru@hikvision.com

Hikvision Poland
T +48-22-800-01-50
poland@hikvision.com

Hikvision Canada
T +1-905-995-0400
sales.ca@hikvision.com

Hikvision India
T +91-22-2996900
sales@primahikvision.com

Hikvision UK
T +44-1829-8821-4
support.uk@hikvision.com

© Hikvision Digital Technology Co., Ltd. 2016 | Data subject to change without notice 20160225