
 

DS-1707ZJ-E 

Wall Mount for Explosion-Proof Bullet Camera   

 

Feature 

⚫ Stainless steel 
⚫ Waterproof design 

Dimension 

543.5 mm (21.40" )

44 mm (1.73" )

Ø 10 mm (1.73" )
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Ø 8.5 mm (0.33" )
Ø 17 mm 
(0.67" )

160 mm (6.30" )

90 mm + 0.1 mm 
(3.54" + 0.004" )
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Ø 6.5 mm (0.25" )

6.5 mm (0.25" )

96 mm (3.78" )

30 mm 
(1.18" )
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Available Model 

DS-1707ZJ-E 

Parameter 

Model 
 
Parameters 

DS-1707ZJ-E 

Wall Mount for Explosion-Proof Bullet Camera 

Appearance Natural Stainless Steel Color 

Material SUS304 Stainless Steel 

Dimension 543.5 mm × 160 mm × 258 mm (21.40" × 6.30" × 10.16" ) 

Weight 4.98 Kg (10.97 lb.) 

Note 

⚫ The mount should be installed on the flat surface. 
⚫ The waterproof rubber is necessary for the outdoor application. 
⚫ The wall must be capable of supporting at least 8 times as much as the total weight of the camera and the mount. 
⚫ The mount’s maximum load capacity is 50 Kg (110 lb.). 

 

01000010701107 


